101_011

CHIMNEY TO BE EXTENDED

SO THAT IS IS 2'-0" MIN
HIGHER THAN STRUCTURE

W/IN 10'=0"

HARDIE BOARD BEAD
/ BOARD SIDING

21_011

CHIMNEY TO BE EXTENDED
SO THAT IS IS 2'-0" MIN

=

LIGHT & AR CALCULATIONS

SITTING AREA
301
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DOUBLE HUNG EGRESS WINDOW,
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ANDERSEN FRENCHWOOD GLIDING
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WINDOW DMSION PATTERN AS

SELECTER: B HOMEOMNETON FOR ANY PERSON, UNLESS HE OR SHE IS
ACTING UNDER THE DIRECTION OF A LICENSED

PROFESSIONAL ENGINEER OR LAND SURVEYOR, TO ALTER AN
ITEM IN ANY WAY. IF AN ITEM BEARING THE SEAL OF AN
ENGINEER OR LAND SURVEYOR IS ALTERED, THE ALTERING
ENGINEER OR LAND SURVEYOR SHALL AFFIX TO THE |ITEM
HIS OR HER SEAL AND THE NOTATION "ALTERED BY”
FOLLOWED BY HIS OR HER SIGNATURE AND THE DATE OF
SUCH ALTERATION, AND A SPECIFIC DESCRIPTION OF THE

ALTERATION
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